18 —t-2009

SCOPE OF WORK

PROPOSED LIFT UPGRADING AT BLOCKS

Job Description

Unit

Partial Redecoration of Lift Car Cage Including Replacement

of:-

e Laminated plastic lining (formica standard pattern) in one
colour to thres sides car wall panels

o Installation of hairline stainless handrails for three (3) sides of
car wall panels.

» 2.0mum thick PVC floor tiling with one standard colour without
design. )

Car Operation Board (with standard Braille sign) to comply to

BFA code

o Front return panel with laminated plastic

o Stainless steel entrance column

= Stainiess steel transom

*  Stainless steel car sill

Per lift

Car Deor
Replacement of double panel sxde slldmg stainless steel door for lift
car o/w vision panel and laminated plastic lining and frimming.

Per door

Replacement of fire rated stainless steel landing equipment (parrow
type) c/w jambs, sill assembly, push buiton fixtures with Braille
signs, 900mm opening double panel landing door with vision panel
& pasted with laminated plastic lining, s/s trimmings, dot matrix
LED Digital hall position indicator

Per landing

Landing Door Header
Replacement of fire rated landing door header ¢/w door track, door
lock, door hangers, catch devices and self closing mechamsm.

Per landing

Car Door Operator
Modification of car doot operator o suit new car door and Iandmg
door design with vision panel

Per lift

Multi Beam

Supply and installation of CEDES electronic multi-beams sensor,
which is to be incorporated into the mechanical safety edge to form
2-in-1 type for lift car door.

Per Lift
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Provision of safety hoarding for lift entrance & hacking/enlarging
of landing door opening to suit door jambs installation and filling-
up gaps in between lift wall & jambs

Per landing

Voice Synthesizer '
Instaflation of synthesized voice announcement of storey numbers
and door opening and closing

Per lift

Testing and Commissioning

| To carry out lift balancing with full load test (including sub-weight

if necessary)

Per Tift

10

LiftHoming -
To modify hﬂ:Atoeaablelethhometa 1¥ storey when lift A
firemen switch at 1% storey is activated

Per Lift




